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Product Specifications

Description
Acrylic Resin Solution
Appearance
Solution

Solids
29.0 - 31.0%
Specific Gravity
1.075

pH
8.0 – 9.0
Weight/Gallon
8.96

Viscosity
1,000 – 2,000 cps
Freeze Thaw Stability
5 Cycles

Flash Point
Same as Water
FDA Status
175.300

Glass Transition Temperature
49 Degrees C
USDA Status
None


Product Performance and Characteristics

SUPERIOR PRINTING QUALITIES

Ottopol G-35  has unique characteristics impart excellent flow and leveling to inks and coatings, making gravure print quality possible that could only be attained with solvent systems in the past. The viscosity curve of this resin is relatively flat and shows a very low degree of thixotropy. The result is superior printing quality.

GOOD PIGMENT WETTING

High industry standards are met when Ottopol G-35 is used as a dispersion stabilizer, or purely for wetting purposes. Optimum color development is achieved with a large variety of pigments.

EXCELLENT GLOSS

The rheological properties of Ottopol G-35 will contribute to high gloss, while the use of maximum amounts of alcohol will increase the gloss of this resin.


All product information contained in our product literature as well as any suggestions for use of our products contained in that literature, is based on information we believe to be reliable. However since particular conditions and methods of use involved in a particular product application are beyond our control, any such information is to be regarded as merely suggestive and should be verified by each user. Any suggestion made regarding the use of our products should not be construed as any authorization to infringe on patents, trademarks or similar rights of others.

Gellner & Co., Inc., warrants that its products have been manufactured with due care, are free of defects in material or workmanship, and conform to the specifications stated in the data sheets applicable to each product or to specifications otherwise explicitly agreed upon in a writing which refers to this warranty. THIS WARRANTY IS IN LIEU OF ANY OTHER EXPRESS OR IMPLIED WARRANTIES, INCLUDING WARRANTIES OF FITNESS FOR A PARTICULAR PURPOSE. Gellner & Co., Inc.'s liability under this warranty is limited to replacing, free of charge, any product that is found upon examination by Gellner & Co., Inc., to be defective. Gellner & Co., Inc., SPECIFICALLY DISCLAIMS ANY LIABILITY FOR CONSEQUENTIAL DAMAGES. It is strongly recommended that a prospective user of one of our products verify the suitability of that product for a given application before its use in production.
